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to come into compliance by July 1, 1993. The
backup provisions described above apply to
these stations also.

[60 FR 14225, Mar. 16, 1995]

§74.551 Equipment changes.

(a) Prior Commission approval, upon
appropriate application (FCC Form 313)
therefor, is required for any of the fol-
lowing changes:

(1) A change in the ERP.

(2) A change in the operating fre-
quency or channel bandwidth.

(3) A change in the location of the
transmitter or transmitting antenna
except when relocation of the trans-
mitter is within the same building.

(4) Any change in the overall height
of the antenna structure, except where
notice to the Federal Aviation Admin-
istration is specifically not required
under §17.14(b) of this chapter.

(5) Any change in the direction of the
main radiation lobe of the transmit-
ting antenna.

(b) Other equipment changes not spe-
cifically referred to in this section may
be made at the discretion of the li-
censee, provided that the FCC at Fed-
eral Communications Commission,
Broadcast Auxiliary Radio Services,
1270 Fairfield Road, Gettysburg, Penn-
sylvania 17325 is promptly notified in
writing upon the completion of such
changes, and that the changes are de-
scribed in the notification.

(c) Any application proposing a
change in the height of the antenna
structure or its location must also in-
clude the Antenna Structure Registra-
tion Number (FCC Form 854R) of the
antenna structure upon which it will
locate its proposed antenna. In the
event the antenna structure does not
have a Registration Number, either the
antenna structure owner shall file FCC
Form 854 (‘““‘Application for Antenna
Structure Registration’) in accordance
with part 17 of this chapter or the ap-
plicant shall provide a detailed expla-
nation why registration and clearance
are not necessary.

[28 FR 13716, Dec. 14, 1963, as amended at 38
FR 6827, Mar. 13, 1973; 47 FR 54448, Dec. 3,
1982; 49 FR 7130, Feb. 27, 1984; 50 FR 48599,
Nov. 26, 1985; 58 FR 19775, Apr. 16, 1993; 61 FR
4368, Feb. 6, 1996]

§74.582

§74.561 Frequency tolerance.

In the bands above 944 MHz, the oper-
ating frequency of the transmitter
shall be maintained in accordance with
the following table:

Tolerance as
percentage
of assigned
frequency

Frequency band (MHz)

944 to 952
17,700 to 19,700 .
31,000 to 31,300

0.005
0.003
0.03

[54 FR 30043, July 18, 1989]

§74.562 Frequency monitors and

measurements.

The licensee shall ensure that the
STL, ICR, TVP, or booster transmitter
does not exceed the emission limita-
tions of §74.535. This may be accom-
plished by appropriate frequency meas-
urement techniques and consideration
of the transmitter emissions.

[50 FR 48599, Nov. 26, 1985]

§74.564 Posting of station license.

(a) The station license and any other
instrument of authorization or individ-
ual order concerning the construction
of the equipment or manner of oper-
ation of the station shall be posted in
the room in which the transmitter is
located, provided that if the station is
operated by remote control pursuant to
§74.533, the station license shall be
posted at the operating position.

(b) Posting of the station license and
any other instruments of authorization
shall be done by affixing the licenses to
the wall at the posting location, or by
enclosing them in a binder or folder
which is retained at the posting loca-
tion so that the documents will be
readily available and easily accessible.

[48 FR 24385, June 1, 1983, as amended at 60
FR 55483, Nov. 1, 1995]

§74.582 Station identification.

(@) Each aural broadcast STL or
intercity relay station, when transmit-
ting program material or information
shall transmit station identification at
the beginning and end of each period of
operation, and hourly, as close to the
hour as feasible, at a natural break in
program offerings by one of the follow-
ing means:
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